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Mod. 2883

SPX Fassung mit Metallbügel aus High-Tech Titan
SPX frame with metal temples made of High Tech Titanium
Monture en SPX avec branches en High Tech Titanium

Col. /20-6050
vergoldet, mit Lackfinish
gold plated, with lacquer finish
plaqué-or, avec finition de laque

Col. /40-6051
verchromt, mit Farbfinish und Lackbeschichtung
chromium plated, with colour- and lacquer-finish
chromé, avec couleur de finition-vernie 

Col. /50-6052
schwarz verchromt, mit Lackfinish
chromium plated black, with lacquer finish
chromé noir, avec finition de laque

Col. /60-6053, 6054, 6055
mit Ruthenium beschichtet, mit Lackfinish
ruthenium plated, with lacquer finish
plaqué en ruthenium, avec finition de laque

Ersatzteile / Spare parts / Piéces de rechange 

B 2883
BM 580/1
140 mm
145 mm

GK 224

BLS 89

y

x

Kastensystem/Boxing system

z mm 53 x 44 (19,48 cm²) 55 x 46 (20,98 cm²)

t mm 62 64

h mm 17 18

b mm 140 145

j

SHE 153/2

FS 2883/53
 2883/55

BLS 85

SP 96

BA 813/8

BLS 53

Verglasung / Glazing / Montage des verres:
Kaltverglasung! Cold glazing! Montage des verres á froid!

Die Gläser können bei Raumtemperatur eingedrückt werden.
ACHTUNG! Sollte Erwärmung dennoch gewünscht werden, ist darauf zu achten, 
dass eine Temperatur von 80° Celsius nicht erreicht oder gar überschritten wird.

The lenses can be pressed into place at room temperature.
PLEASE NOTE! Should heating nonetheless be required, a temperature of 80°C 
should not be attained or exceeded.

Les verres peuvent être insérés á la temperature ambiante.
ATTENTION! Au cas oú un échauffement serait quand-même souhaité, il faut 
veiller á ce qu'une température de 80°C ne soit pas atteinte ou même dépassée.

technische Änderungen und Druckfehler vorbehalten
specifications are subject to change without notice, no liability will be assumed for misprints

sous réserve de modifications techniques et d'erreurs d'impression
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/60-6054
BLACK METALLIC
front black shiny, metal parts ruthenium shiny,
hinge decoration black, temple ends black shiny 
with cap chrome shiny

/60-6053
GREEN-GREY ONYX
front grey green matte, metal parts ruthenium silky matte,
hinge decoration black, temple ends black matte 
with cap chrome matte

/50-6052
BLACK MATTE INTERPLAY
front black matte, metal parts black chrome silky matte,
hinge decoration black, temple ends black shiny with cap black shiny

/40-6051
SHINY AMBER-MARBLE
front havanna - with amber shiny, metal parts taupe silky matte,
hinge decoration olive, temple ends olive matte with cap titanium matte

/20-6050
WHITE-GOLD TREND
front white matte, metal parts gold silky matte,
hinge decoration white, temple ends white matte 
with cap gold mattte

/60-6055
MATTE AMBER-MARBLE
front havanna - with amber matte, metal parts ruthenium matte,
hinge decoration olive, temple ends olive matte 
with cap titanium matte


